
DATA SHEET
MPS 315 E2 21 | 137079

  Max. medium temperature 120°C

  Motor outside of air stream

  Speed controllable

  Swing-out fan unit

  With condensate and grease drain

  
  Operating Point

  Current I   A   3,0   4,3   5,5   5,0   4,3

  Power consumption P1   W   651   991   1260   1137   978

  RPM n   1/min   2918   2866   2809   2841   2875

  SPL inlet LWA5   dB(A)   86   84   86   89   91

  SPL outlet LWA6   dB(A)   89   86   84   88   90

  SPL casing break out LWA2   dB(A)   77   75   73   75   76

    MPS 315 E2 21 | 137079

  Voltage UN   230 V 1~

  Current Imax   7,6 A

  Ambient Temperature tA   50 °C

  Medium temperatures tM   120 °C

  Speed Control   V

  Motor Protection   TAO

  Isolation Class   F

  Weight   54,5 kg
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  Sound power (LW) dB(A) Medium Frequency Band

  Σ   63   125   250   500   1k   2k   4k   8k

  Inlet   LWA5   84   41   58   79   79   75   76   73   66

  Outlet   LWA6   84   45   58   78   74   78   78   73   66

  Casing   LWA2   72   48   60   67   62   64   66   62   55
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